
Controller
Type XK-06

User Manual

As a result of the continuous development of its products, the manufacturer 
reserves the right to make changes to the products and to the device’s 

technical documentation. The functions on the wireless controller may vary 
depending on the device model.

Please read this manual carefully and follow all the steps included in it. 
Keep this manual for future reference.
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General Information

To ensure proper use, please read carefully and follow the instructions below.

	⁃ Installation should be entrusted to an authorized installer, a local dealer, 
or qualified personnel holding an air conditioner installer certificate. Self-
installation by the user is prohibited.

	⁃ Before cleaning or maintaining the device, disconnect the power supply. 
Washing with water is prohibited due to the risk of electric shock.

	⁃ Operating the device with wet hands is prohibited due to the risk of electric 
shock.

	⁃ Direct spraying with pesticides, disinfectants, and flammable aerosols is 
prohibited. This may cause fire or deformation of device components.

	⁃ There is a risk of electric shock when attempting to remove the casing.
	⁃ The controller contains a low-voltage circuit. Direct contact with a high-

voltage wire is prohibited. Placing the low-voltage wire together with a high-
voltage wire in the same installation conduit is also prohibited. The distance 
between these wires should be at least 500 millimeters.

WARNING Ignoring the warning may involve the risk of a serious 
accident, injury, death, fire, or property damage.

CAUTION Ignoring the information regarding precautions may prevent 
the device from achieving optimal performance.
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Technical Data

Main Functions

Icon Description

	⁃ Power supply voltage range:  
DC 12 V

	⁃ Mounting hole spacing: 58–62 mm
	⁃ Touch buttons
	⁃ Humidity: RH 20%–RH 90%
	⁃ Maximum communication cable 

length: 1000 m

	⁃ Permissible ambient temperature: 
0°C–50°C

	⁃ Dimensions (H / W / D): 120 × 120 
× 20 mm

	⁃ Temperature range: 16°C–32°C, 
60°F–90°F

	⁃ 8 touch buttons
	⁃ White display backlight
	⁃ Controller error messages

Icon Function Icon Function Icon Function

Cooling Fan Speed Filter

Heating Swing Energy Consumption 
Limit

Dehumidification Night Mode Timer

Fan Mold Protection Wi-Fi

Water Heating Dehumidification Mode Child Lock

Automatic Mode Energy Saving Mode ErrorA
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Button Description
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LED Indicator Fan Speed Display

Operating Mode Display
Air Conditioner Operating Mode 
Selection Button

Return to Previous Level Button

MENU / OK Button

Adjustment Buttons

Temperature Display

Air Conditioner On / Off Button

Air Louver Swing Button

Fan Speed Setting Button

Note: The controller is equipped with touch buttons. To ensure proper operation, 
it is recommended to press the center of the selected touch button.
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POWER Button (On / Off)

Setting the Device Operating Mode

Setting the Temperature Level

Setting the Fan Parameters

Controller Function Description

1

2

3

4

Pressing the [On / Off] button will turn the device on or off.

During device operation, pressing the [MENU / OK] button will change the 
device operating mode according to the diagram below:

The initial temperature set for each mode is 24°C. In fan mode, it is not 
possible to set the temperature level or adjust the air supply parameters.
The above illustration is for reference only. The functions displayed on the 
controller may differ from those shown in the user manual.

During device operation, press the [FAN / LEFT] button to change the fan 
speed according to the diagram below:

6 fan speed levels:

In dehumidification mode (DRY), only low fan speed (LOW) is available. In 
fan mode (FAN), automatic mode (AUTO) is unavailable.

During device operation, press ”     ” or ”      ”, to increase or decrease 
the temperature level by 0.5°C / 0.5°F or 1°C / 1°F, depending on the 
temperature settings.

AUTO

Auto Low Mid-Low Mid Mid-High High Turbo Auto

COOL DRY FAN HEAT AUTO

A A
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Setting the Air Louver Operationt

CAUTION:

	⁃ The controller allows adjustment of the temperature level, fan speed, 
device operating mode, on / off function, and air louver settings. Other 
device functions are unavailable.

	⁃ The controller does not support changing the parameters of other 
functions.

	⁃ Attempting to change functions other than those supported by the 
controller may result in improper operation or even shutdown of the device.

Controller Function Description

5

During device operation, press the [SWING / RIGHT] button to turn the 
horizontal / vertical movement of the air louvers on or off.

When the air louvers are changing position, closing, or opening, the ”        ” 
icon will appear on the controller display. After the operation is completed, 
the icon will disappear from the controller display.
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Installation Diagram

Figure 1

Figure 2

1.	 Before starting installation, disconnect the power supply from the indoor 
unit.

2.	 Using a flat scre wdriver, as shown in Figure 1, gently pry open the controller 
housing at the bottom, at the joint. Excessive force may damage the 
controller’s integrated circuit. While gently prying the housing open, make 
a circular motion.

3.	 Insert the four φ 20 mm mounting screws, as shown in Figure 2, into the rear 
housing, and then pass the cable through the hole in the rear housing.
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Installation Diagram

4.	 Connect the controller power cable located in the wall to the terminal. Check 
the connection to avoid a short circuit.

5.	 After connecting the power cable to the controller, as shown in Figure 4, 
assemble the housing according to the steps below:
•	 Insert the upper part of the housing under the plastic latch.
•	 Making sure that the housing does not slide out from under the latch, 

close the housing and gently press it into place. Attempting to reassemble 
the housing horizontally may damage the latch.

Figure 3

Figure 4

wall wall
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