Wired controller Instructions

@ For the purpose of easy operation, please read this manual carefully and
follow its instructions.

@ Please keep the manual carefully for reference.

@ For A-thermal Unit.




To ensure correct use, please read and follow these notes carefully.

) There is a great possibility of serious accidents such as death,
Wamlng serious injury, fire or property damage caused by ignoring the
contents of the warning.

There is a great possibility that the optimum operation result
cannot be obtained due to ignoring the contents of the precautions.

Note

*Please entrust a local dealer or local service network station to arrange
professional personnel who have air conditioner installation certificate to
carry out the installation, users are strictly prohibited to carry out the
installation.

* Before cleaning or maintenance, please cut off power switch; water
washing is prohibited, which has the risk of electric shock.

e \Wet hand operation is prohibited, which has the risk of electric shock.

e Pesticides, disinfectants, and flammable spray materials are prohibited
for direct spraying; otherwise, it may cause a fire or the deformation of
devices.

¢ Do not peel off the display panel by hand, which has the risk of electric
shock.

* The wire controller is low-voltage circuit, it is prohibited to directly contact
with a high-voltage line or be placed together with a high-voltage line in
the same wiring pipe, and interval shall be 500mm at least or more.
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®During the period of not being connected to the internet, the power consumption
information on the APP and the wire controller cannot be synchronized, so it is
normal for the APP to display abnormal power consumption on the day of
connection.

e During the power outage, the power cannot be reported. To avoid abnormal
power curve on the APP on the day of power on, it is recommended to manually
reset the power once (Manual reset should be achieved by restoring factory
settings).

(Technical indicators)

*Power voltage range: DC 24V,

*Mounting hole spacing: 58-62mm;

e Button: Touch button;

* Humidity:RH20%~RH90%;

e Max communication line length:60m;

*\Working ambient humidity: 0°C-50°C;

eDimensions(W*H*D): 120*120*20mm.

*\Wi-Fi:2.4GHz, The Max E.|.R.P.: 18.52dBm;
Frequency band of operation:2400-2483.5MHz.

(Main functions)

¢ 9-key touch button input;
e Display the failure of main controller;
e Color LCD.




(Icon Explanation )

Icon Name Icon Name Icon Name Icon Name
> SN | WLAN WITHOUT
SCREEN LOCK WLAN B | WIFI FAULT L oUn
SCHEDULE TIME BOOKING DEFROST ECO
@y CURRENT
HOLIDAY FREEELEC. [@)| ShnrioN GAS
ERROR peaKELEC. ||| VALLEY ELEC SILENT
SOLAR OUTDOOR TEMP Zone1 Zone?2
INDOOR TEMP waterTEMP |[@R]| EALER SETTING TEMP
cooL HEAT ) AUTO EMERGENCY
FLOOR p—

PRENEAT FLOOR DRYING | |28 IBH DHW PUMP
ANTIFREEZE compressor | [if] USB Adjust temp
TEMP KEEP TEMP UP TempowN | [ DHW

FAST DHW pisinrecT | i TBH RADIATOR

KIT ROOM
2-WAY VALVE Numser OB OFF @ ON
—_—_— FLOOR HEAT FAN COIL




Leftward

Rightward

ON/OFF

downward

Note: The product adopts touch buttons. To ensure the validity of operation,
please touch the center of each icon.
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(The wired controller button)

Logo Name Description

E Menu Enter to menu interface

E Confirm setting confirmation

Upward Upward selection/value increase or content change
Downward Downward selection/decrease value or content change
Back Return to the previous level

E Mode Mode Switch

Leftward Change selected item

Rightward Change selected item

ON/OFF Control unit on/off




1 Area selection

In the main interface, the regions from left to right are Zone2, Zone1, and DHW
(Domestic hot water). you can switch area by pressing the [] or [].

When an area is selected, the area is highlighted (the surrounding is lighted up).

m 2 ‘IIHH |

2 Power []

By pressing the [],you can control the unit on and off, the color of the device
turn to bright orange or bright blue (depending on which operation mode you
select), which means the heat pump is now working on Heating or Cooling for

that area.
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3 Mode Setting
By selecting the Zone1 display area and pressing the [m], the unit will switch
according to the following order:
e A e es
HEAT COooL AUTO HEAT
4 Temperature Setting
When the unit is running, press [] or [] to increase or
decrease the setting temperature by 1°C or 0.5°C (depending on which temp
type you select)

5.Function Setting

Options

— On the home screen, press [E] to enter the
g8 | | (D) Cuto , menu page.
{ )

Switch to different sub menu by pressing

(B or [ or (IR o (R}

5.1 Options
On the Menu page, select Options and press [ﬂ] to enter Options page.



5.1.1 ECO MODE

Options

ECO mode
Silent mode
Holiday away
Holiday home

ECO mode

e
Type-1 p
08:00-19:00 @

On the Options page, select ECO mode and
press the [E] to enter the ECO mode

page.

On the ECO mode page, select Zone1 or
Zone2 and press the [] or []

to set On/Off .

Zone2 appears only when the DOUBLE ZONE
is enabled.

On the ECO page, Select Mode and press the
[] or [] to select the different

level according to the following order:
TYPE-1-TYPE-2—-TYPE-3—-TYPE-4—
TYPE-5-TYPE-6—-TYPE-7—TYPE-8—
TYPE-9-TYPE-1.
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ECO mode

-
Type-1 »
08:00-19:00 @®

5.1.2 Silent mode
Options
ECO mode
Silent mode

Holiday away

Holiday home

Silent mode

On the ECO mode page, select Timer and
press the [] or [] to set On/Off.
When set Timer off, the unit operates in
ECO mode all the way. By pressing [a]
and pressing the [] or[] to select
hour/minute of the start time and
hour/minute of the end time, you can
change time.

On the Options page, select Silent mode and
press the [n] to enter the Silent mode page.

On the Silent mode page, select State and
press the [] or [] to set On/Off.

If the Silent mode is inactive, the page looks
as left.



Silent mode

L
Type-1»

00:00-00:00 @

Silent mode

L]
Type-1 »

20:00-06:00 «=»

5.1.3 Holiday away
Options

ECO mode

Silent mode

Holiday away

Holiday home

On the Silent mode page, select Mode and
press the [] or [] to select the

different level according to the following order:
TYPE-1—TYPE-2—TYPE-1.

On the Silent mode page, select Timer and
press the [[R]1 or [JEJ1 to set On/Of.

When set Timer off, the unit operates in Silent
mode all the way. By pressing [a] and
pressing the [] or [] to select
hour/minute of the start time and hour/minute
of the end time, you can change time.

On the Options page, select Holiday away and
press the [E] to enter the Holiday away

page.
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Holiday away ]

Holiday away

State
DHW
Disinfect

Heat

Holiday away

State
DHW
Disinfect

Heat

On the Holiday away page, select STATE and
press the [] or [] to set On/Off.

If the Holiday away is inactive, the page looks
as left.

On the Holiday away page, Select DHW and
press the [] or [] to set On/Off.

On the Holiday away page, Select DHW and
press the [ﬂ] to activate setting temp,

if DHW is On.

On the Holiday away page, select Disinfect and
press the [] or [] to set On/Off.

11



Holiday away

State
DHW
Disinfect
Heat

Holiday away

Disinfect

Heat
TsetAC_HOL
Tsetai HOL

Holiday away

Heat
TsetAC_HOL

Tsetai_HOL

From

25C

10C

01-01-2023

On the Holiday away page, select Heat and
press the [] or [] to set On/Off.

On the Holiday away page, TsetAC_HOL
means setting water temperature, and
Tsetai_HOL means setting room temperature.
Select TsetAC_HOL and press [] or []
to set temp.

Select Tsetai_ HOL and press [] or []
to set temp.

On the Holiday away page, select From and
press the [ a] to set the start date.

On the Holiday away page, select until and
press the [ ﬂ] to set the end date.

Press the [ [R@l ] or [ B ] to select
day/month/year, and the [] or [ ] to set

the date.
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5.1.4 Holiday home

Options

ECO mode
Silent mode
Holiday away

Holiday home

Zone1 holiday timer L]
Zone2 holiday timer L
From 01-01-2023

util 01-01-2023

Holiday home

Zone1 holiday timer -
Zone?2 holiday timer L]
From 01-01-2023

Util 01-01-2023

On the OPTIONS page, select Holiday home
and press the [[[§]] to enter the Holiday
home page.

On the Holiday home page, select Zone1
holiday timer or Zone2 holiday timer and press
the [ |1 or [ | to set On/Of.

Zone2 holiday timer appears only when the
DOUBLE ZONE is enabled.

On the Holiday home page, select From and
press the [E] to set the start date.
On the Holiday home page, select until and
press the [Kell] to set the end date.
Press the [] or [] to select
day/month /year, and the [] or [] to set
the date.
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Timer

AC

AC mode
AC temp

Timer

00:00-00:00 @
00:00-00:00 ®
00:00-00:00 ®

00:00-00:00 @

00:00-00:00
L

00:00-00:00

On the Holiday home page, select Zone1
holiday timer and press the [[el] to enter

the Zone1 Timer page.

Select Timer and Press the [] or [] to
set On/Off, select Timer and Press the [a] to
Set page.

On the Set page, select Timer and press the
[E] to active setting the start and end time.
Press the [] or [] to select hour/minute,
and the [] or [] to set the time.

On the Set page, select AC and Press the
[] or [] to set On/Off.

On the Set page, select AC mode and Press
the [] or [] to select AC mode
according to the following order: Heat—Cool—
Heat. On the Set page, select AC temp and
press the [] or [] to set temperature.
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Timer 00:00-00:00
AC

DHW
DHW temp

5.1.5 Floor

Options

Silent mode

Holiday away

Holiday home

Floor preheat

5.1.6 Floor drying

Options

Holiday away
Holiday home

Floor preheat

Floor drying

On the Set page, select DHW and press the

[] or [] to set On/Off.
On the Set page, select DHW temp and press

the [] or [] to set water

temperature.

On the Options page, select Floor preheat and
press the [] or [] to set On/Off.

On the options page, select Floor drying and
press the [] or [] to set On/Off.
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5.1.7 Auto reload
Options

Floor drying
Auto reload
WiIan config
L_Limit

5.1.8 Wlan config

Options

Floor drying
Auto reload
Wian config

L_Limit

Restore wlan ?

No Yes

On the options page, select Auto reload and
press the [] or [] to set On/Off.

The wird controller realizes intelligent control
with a built-in module, which receives control
signal from the APP.

WIan equipment is connected normally, On the
options page, select Wlan Config and press the
[a] to enter Wlan Config.

Press the [] or [] to select Yes/No.
Select "Yes" to reset Wlan.
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5.1.9 Modbus

Options
Floor drying
Auto reload On the Options page, select Modbus and press
Wian config the [E] to enter the Modbus page.
Modbus
Modbus On the Modbus page, select Slave ID and
Slave ID 1 press the [] or [] to set it.
Baud rate 960084 P On the Modbus page, select Baud rate and
Parity chock BN press the [] or [] to set it.

On the Modbus page, select Parity check and
press the [] or [] to set it.

5.1.10 I_Limit

Options
Auto reload On the Options page, Select |_Limit and press

Wian config the [] or [] to set On/Off.
Modbus

I_ Limit
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Options

Auto reload On the Options page, Select |_Limit and press
Wian config the [a] to activate current settting ,
Modbus if |_Limit is On.

I Limit

5.2 Booking and schedule

Booking and schedule

& a
@ @TO gl@ On the Menu page, select Booking and
) ] schedule and press the [a] to enter the

[jQ TH q@ @ Booking and schedule page.

Booking and schedule

On the Booking and schedule page, select
Zone1 and DHW Zone1 and DHW or Zone2 and press the

Zone2 [ﬂ] to set.

Clear alL Zone2 appears only when the DOUBLE ZONE
is enabled.
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5.2.1 TEMP BOOKING
Zone1 and DHW

Tempbooking On the Zone1 and DHW page, select Temp
Time booking booking and press the [a] to enter the
Schedule Temp booking page.

Add schedule

Temp booking

Cool mode On the Temp booking page, select Cool
mode/Heat mode and press the [ﬂ] to enter
the Cool mode/Heat mode page.

Heat mode

5.2.2 Time booking
Zone1 and DHW

Temp booking On the Zone1 and DHW page, select Time

Time booking booking and press the [[g]] to enter the

Schedule Time booking page.
Add schedule

19



Time booking

00:00-00:00,heat,25°C,55°C @@
00:00-00:00 ®
00:00-00:00 ®
00:00-00:00 ®

Timer 00:00-00:00
AC i
AC mode

AC temp

00:00-00:00
AC L)
AC mode
AC temp

On the TIME BOOKING page, select any one
and press the [n] to enter the Set page.
Switch to different sub menu by pressing

(B or [

On the Set page, select Timer and press the
[ﬂ] to set the start and end time.

Press the [] or [] to select
hour/minute, and the [] or [] to set the
time.

On the Set page, select AC and Press the
[] or [] to set On/Off.
On the Set page, select AC mode and Press
the [] or [] to select AC mode
according to the following order: Heat—Cool—
Heat. On the Set page, select AC temp and
Press the [] or [] to set temperature.
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On the Set page, select DHW and Press the

Timer 00:00-00:00 [] or [] to set On/Off.

AC On the Set page, select DHW temp and Press

DI ] the [] or [] to set water

DHW temp J temperature.

5.2.3 Schedule
__Schedule list

00:00-00:00 ® On the Zone1 and DHW page, select Schedule
00:00-00:00 ® and press the [n] to enter the Schedule
00:00-00:00 ® list page.

00:00-00:00 @

Change schedule

Timer 00:00-00:00

AC - On the LIST page, select any one and press the

[ﬂ] to enter the Change schedule page.

AC mode
AC temp
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Change schedule

DHW L]

Sun Mon Tue Wed Thu Fri Sat

Sure delete ?

No Yes

5.2.4 Add schedule
Add schedule

00:00-00:00
AC [

DHW [

Sun Mon Tue Wed Thu Fri Sat

Select WEEK and press the [n] whether
to select.

Select Delete and press the [ﬂ] the
following prompts will appear. Press the

[] or [] to select Yes/No.

On the Zone1 and DHW page, select Add
schedule and press the [[§]] to enter the
Add schedule page.

The setting method is the same as the
schedule setting.

22








































































































































































